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STANDARD FEATURES
The HeightRider 17 4x4 combines compact design with exceptional 
reach and precision. Its spacious ToughCage and advanced fly-boom 
deliver superior maneuverability, while robust construction, smart 
telematics, and flexible power options - including eco-friendly hybrid 
technology - make it a reliable choice for efficiency and performance in 
any environment  

•	 Second-Generation Hybrid Power Option
	 Smart, efficient, environmentally conscious power

•	 EU Stage V Compliant Engine
	 Lowered emissions for greener performance

•	 GVW Only 5,000kg
	 Lowest weight in its class

•	 ToughCage with SiOPS®
	 Multi-award-winning operator protection

•	 180° Platform Rotation & Fly-Boom
Improved access to applications

•	 45% Gradeability
4WD for rough terrain

•	 Superb Manoeuvrability
3.7m outside turning radius

•	 Maintenance-Free Batteries
Reducing maintenance downtime

HR17 4x4
Boom Lift

17.2m
9.4m
1.5m
225kg
5000kg
Hybrid

 

IPAF Category 3b
Do you hold a valid operator’s licence?

The Powered Access Licence (PAL) Card is 
recognised worldwide as proof of platform 
operator training to the highest standard.
It is issued by the International Powered Access Federation 
(IPAF) to platform operators who successfully complete  
a training course at an IPAF approved training centre.

Quick checklist for employers and operators  
using powered access machines:

✓		I have an IPAF PAL card
✓		Date is still valid  

(Licence expires after 5 years)
✓		All categories for the machine’s  

being used are listed on the  
PAL card (e.g. 3a, 3b, PAV).

If you can answer yes to  
all three, you’re good to go!
If not, please call us to discuss your  
requirements and arrange a training course.

PAV

Push-around

3a

Mobile Vertical

3b

Mobile Boom



For more information head to  
our website starplatforms.co.uk

Dimensions 	  

Work Height A	 17.2m
Platform Height B	 15.2m
Outreach C	 9.4m
Machine height D	 2.1m
Overall Width E	 2.0m
Overall Length F	 6.35m
Transport length G	 4.8m

Specifications 	  

Travel speed	 6km/h
Weight 	 5000kg
Gradeability 	 45% / 24°
Turning Radius 	 3.7m
SWL	 225kg
Fly boom arc	 150°
Cage rotation	 180°
Cage width	 1.8m	
Cage depth	 0.85m	
Tyres	 Non marking

HR17 4x4 Boom Lift

This brochure is for illustrative purpose only and based on the latest information at the time of prining. CE marked work platforms are in conformance to Machinery Directive 2006/42/EC. E&OE

Have you discovered our sister company, Star Power?
Your one-stop shop for temporary power hire

03300 535622 / star-power.co.uk
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