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STANDARD FEATURES
 Compact Power for Confined Spaces - the Dingli JCPT0707DC-XD is a 
versatile, battery-powered mini scissor lift designed for efficiency and safety 
in tight indoor environments. With a maximum working height of 7 meters and 
a platform capacity of up to 227 kg, this machine is perfect for maintenance, 
installation, and mezzanine-level tasks. Its 600mm platform extension 
provides extra reach, while zero-emission operation, silent performance, and 
compact dimensions (just 0.76 m wide) make it ideal for areas with restricted 
access 

• 	 Proportional Joystick Controls
•	 Self-Locking Gates
•	 One-Way Platform Extension Deck
•	 Drivable At Full Height
•	 Non-Marking Tyres
•	 4X2drive
•	 Automatic Braking System
•	 Emergency Descent System
•	 Onboard Fault Diagnostic System
•	 Tilt Alarm
•	 Motion Alarm
•	 Horn
•	 Hour Meter
•	 Safety Arm For Troubleshooting
•	 Standard Transport Forklift Holes
•	 Charging Protection System
• 	 Emergency Stop Button

Dingli JCPT0707DC-XD
Scissor Lift

 

IPAF Category 3a
Do you hold a valid operator’s licence?

The Powered Access Licence (PAL) Card is 
recognised worldwide as proof of platform 
operator training to the highest standard.
It is issued by the International Powered Access Federation 
(IPAF) to platform operators who successfully complete  
a training course at an IPAF approved training centre.

Quick checklist for employers and operators  
using powered access machines:

✓		I have an IPAF PAL card
✓		Date is still valid  

(Licence expires after 5 years)
✓		All categories for the machine’s  

being used are listed on the  
PAL card (e.g. 3a, 3b, PAV).

If you can answer yes to  
all three, you’re good to go!
If not, please call us to discuss your  
requirements and arrange a training course.

PAV

Push-around

3a

Mobile Vertical

3b

Mobile Boom

7.0m
1.44m
0.76m
227kg
930kg
Electric

•	 Flashing LED Beacon
•	 Automatic Pothole Protection
•	 Drive Enable
•	 Charging Indicator
•	 Manual Brake Release
•	 Lanyard Attachment Point
•	 Tie-Down And Lifting Points
•	 Platform Load Sense System
•	 Emergency Stop Button
•	 Raised Platform
• 	 Platform Load Sense System



For more information head to  
our website starplatforms.co.uk

Dimensions 	  

Work Height (Indoor) A	  7.0m
Platform Height (Indoor) B	 4.50m
Work Height (Outdoor)	  5.50m
Platform Height (Indoor) 	 3.0m
Overall Length C	 1.44m
Overall Width D	  0.76m
Stowed Height (Rails Up) E	 1.99m
Platform Size (Length x Width) 	 1.29 x 0.70m
Platform Extension Size G	 0.60m
X Deck Dimension	 870 x 575mm
X Deck Height	 1120mm
X Deck Step Height	 499.5mm
Specifications 

 	  

Ground Clearance (Stowed/Raised)	 0.06m/0.015m
Wheelbase H	 1.05m
Weight 	 930kg
Up/Down Speed	 27/20sec
Gradeability	 25%
Gradeability (X/Y)	 1.5º
SWL 	 227kg
SWL On Extension	 113Kg
Max Persons, Indoor Use:	
		             Without Raised Platform - 2

		            With Raised Platform - 1

Max Persons, Outdoors (to 5.5m only)	
		              Without Raised Platform - 1	

		              With Raised Platform - 1

Tyre Type 	 Non-Marking 
Tyre Size 	 230x80mm	
Star Code	 SE1530-X

JCPT0707DC-XD Scissor Lift

This brochure is for illustrative purpose only and based on the latest information at the time of prining. CE marked work platforms are in conformance to Machinery Directive 2006/42/EC. E&OE

Have you discovered our sister company, Star Power?
Your one-stop shop for temporary power hire

03300 535622 / star-power.co.uk
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